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RREEMMOOVVIINNGG  TTHHEE  PPRROOGGRRAAMMMMEERR

For your safety removal should only be carried out by a qualified
person. 
WWAARRNNIINNGG::  TTHHEE  UUNNIITT  MMUUSSTT  BBEE  IISSOOLLAATTEEDD  FFRROOMM  TTHHEE  MMAAIINNSS  SSUUPPPPLLYY
BBEEFFOORREE  RREEMMOOVVAALL..
The time control can be removed from its Backplate 
without disturbing the wiring. To remove the unit, loosen the two
captive screws on the top of the unit and firmly pull the control
from the top and down in an arc motion.
Replacing the unit is the reverse of the above instruction, first
engaging the lugs in the flange at the bottom of the Backplate.

END VIEW OF 425 CORONET-TIARA-DIADEM
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The 425 Range of traditional Electro-mechanical
Programmers offer a simple yet effective way
of controlling your environment. The twin circuit
Diadem and Tiara will also allow you to have
independent control of Hot water and Central
heating. 

FFRROONNTT  VVIIEEWW  OOFF  442255  CCOORROONNEETT

FFRROONNTT  VVIIEEWW  OOFF  442255  TTIIAARRAA  --  DDIIAADDEEMM
((NNEEOONN  IINNDDIICCAATTOORR  OONN  DDIIAADDEEMM  OONNLLYY))

GGRRAAVVIITTYY  OORR  FFUULLLLYY  PPUUMMPPEEDD  SSYYSSTTEEMMSS
442255  DDIIAADDEEMM  --  TTIIAARRAA

GGrraavviittyy  --  On this type of system it is possible to have
Hot water without Central heating, but not Central heating
without Hot water. In this case the installer would have
interlocked the select switches.(See diagram)

FFuullllyy  PPuummppeedd --  On this type of installation the 
selectors are not interlocked and Hot water and Central
heating programmes can be set independently of each
other.  
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GGEETT  TTOO  KKNNOOWW  YYOOUURR  PPRROOGGRRAAMMMMEERR

NNEEOONN  IINNDDIICCAATTOORR  --  DDIIAADDEEMM  OONNLLYY
The neon indicator will illuminate when the appropriate Hot water and/or Central Heating circuits of
the time control are ON, even if the circuit is switched OFF by the Thermostats. However, with certain
Fully pumped systems, the neon indicator may remain lit when the time control is in the OFF position.
This does not affect the normal operation of the unit.

SSEERRVVIICCEE  AANNDD  RREEPPAAIIRR
This programmer is NOT user serviceable. Please do not dismantle the unit.
In the unlikely event of a fault developing please contact a local heating engineer or a qualified 
electrician.
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442255  CCOORROONNEETT  --  DDIIAADDEEMM  --  TTIIAARRAA
SSEETTTTIINNGG  TTHHEE  TTIIMMEE

The dial rotates clockwise and makes
one complete revolution every 24 hours. 
To set the correct time turn the dial
clockwise by hand (Using the levers on
the clock face) until the correct time of
day is against the line marked TIME.(See
diagram)

SSEETTTTIINNGG  TTHHEE  OONN//OOFFFF  TTIIMMEESS
The four setting tappets, coloured red and blue, are moved around the circumference of the dial to set
your required ON and OFF times.
These tappets work in pairs to switch the system ON and OFF.
- No 1(red) 1st ON and No 2(blue) 1st OFF
- No 3(red) 2nd ON and No 4(blue) 2nd OFF

LIGHTLY PRESS DOWN ON No
1 TAPPET.

MOVE TAPPET UNTIL 
REACHING THE DESIRED 

ON TIME

LIGHTLY PRESS DOWN ON No
2 TAPPET.

MOVE TAPPET UNTIL 
REACHING THE DESIRED 

OFF TIME

REPEAT PREVIOUS 
INSTRUCTIONS FOR  SECOND

ON/OFF 
SETTINGS.

USING TAPPETS 3 AND 4 

MOVE THE
PROGRAMME 

SELECTION SWITCH TO THE
REQUIRED POSITION
(SEE TOP OF PAGE 3)

LIGHTLY PRESS DOWN ON No
1 TAPPET.

MOVE TAPPET UNTIL 
REACHING THE DESIRED 

ON TIME

LIGHTLY PRESS DOWN ON No
2 TAPPET.

MOVE TAPPET UNTIL 
REACHING THE DESIRED 

OFF TIME

REPEAT PREVIOUS
INSTRUCTIONS FOR  SECOND

ON/OFF 
SETTINGS.

USING TAPPETS 2 AND 4 

MOVE THE 
PROGRAMME 

SELECTION SWITCH TO THE
REQUIRED

POSITION ON EITHER HW
AND/OR CH

SSWWIITTCCHH  SSTTAATTEE  IINNDDIICCAATTOORR
Located above the ADVANCE switch, the switch state indicator shows you the number of the tappet
which operated last.
Eg. If the system was switched ON by tappet 1 at 7:00am and it is now 9:00am, providing that no 
further tappets operations have past, a number 1 should show in the aperture.
If the switch state indicator does not agree with the programme set on the dial, rotate the dial one
whole turn and reset to the correct time of day. This will ensure that the switch state corresponds to
the last tappet operation. 

AADDVVAANNCCEE  CCOONNTTRROOLL
The Advance control allows you to start an ON or OFF period early without altering the tappet, time or
programme selection settings. Moving the advance control to the extreme right brings forward the
operation of the next tappet. The switch state indicator then changes to the appropriate number.
When the next tappet passes the Time line, normal operation returns.

When the programme selector is in the All Day position, tappets 2 and 3 do not operate. If you require
to switch the system OFF for the day after the morning switch ON, you will need to step forward with
the advance switch until the number 4 is shown in the switch state indicator.

If you wish to switch ON and OFF by hand or vice versa, before the next automatic switching 
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CCOORROONNEETT  --  SSEETTTTIINNGG  TTHHEE  OONN//OOFFFF  TTIIMMEESS

DDIIAADDEEMM  --  TTIIAARRAA  --  SSEETTTTIINNGG  TTHHEE  OONN//OOFFFF  TTIIMMEESS

2244  HHrrss  -- The system will be permanently ON

AAllll  DDaayy  --  The system will switch ON from tappet 1(red) and OFF at tappet 4 (blue)
Tappets 2 and 3 are ignored.

TTwwiiccee  -- The system switches ON at tappet 1 (red), OFF at tappet 2 (blue), ON at tappet 3 (red) 
and OFF at tappet 4 (blue).

OOffff  -- The timer continues to operate but the system will be permanently OFF

PPRROOGGRRAAMMMMEE  SSEELLEECCTTIIOONNSS

The tappets may be moved in either direction.
(See diagram)
Please ensure that you press and hold down any
tappet that is too be moved, release tappet only
once correct time position has been reached. 
Tappets cannot be moved across the Time line. The
position of the dial may have to be altered to set the
initial ON/OFF time.

Please ensure the clock is set to the correct current
time after altering the ON/OFF settings. 

DDOO  NNOOTT  OOPPEERRAATTEE  TTHHEE  AADDVVAANNCCEE  SSWWIITTCCHH  WWHHEENN  AA  TTAAPPPPEETT  IISS
AAGGAAIINNSSTT  TTHHEE  TTIIMMEE  LLIINNEE..

operation, the Advance control must be operat-
ed until the switch state indicator is returned to
the correct automatic sequence.

EXAMPLE, If you turn the system ON again after
the preset night shut down time, when you turn
it OFF before retiring make sure to operate the
advance switch again until the number 4 is dis-
played in the switch state indicator so that the
red tappet number 1 will switch the system ON
in the morning.


